MINIATURE 
VARIABLE-MU R.F. PENTODE 
1:4V DIRECTLY HEATED 


W17 


OCTOBER, 1951 


N. 
S f-ve 
8325 
Base: 876 
Bulb: Tubular. 
à (6) 8 
Overalllength: 49--55 тт. 
Seated length : 43-49 mm. 
f-ve f+ve Max. diameter: 19 mm. 
845 
View from underside 
of base. 
RATING 
Vt 14 У 
I 0-05 approx. A 
Va 90 max. V 
Ме? 67-5 max. V 
Ix 5-5 max. mA 
Ta ns —&a. = 0-5 ма 
та pat Va=90, Үв2=67:5, Уш-0 4 09 E 
CAPACITANCES 
Сві-айї 3:6 pF Ca—an 7:5 pF Ca—gi 001 pF 
TYPICAL OPERATION 
Va 45 67:5 90 90 M 
Іа 17 34 18 3-5 mA 
Vea 45 67-5 45 67-5 V 
Ig2 0-7 1-5 0-65 1-4 тА 
Vg 0 0 0 0 У 
«Үш —10 —16 —10 —16 V 


*For ва =10 uA/V. 


The screen grid may be supplied from a 90 volt source via a series resistor but 
the screen grid voltage must not exceed 67:5 at zero control grid voltage. 


FILAMENT OPERATION 


When operating the filament from a mains supply, the voltage should be adjusted 
to L3 or the current to 47-5 mA mean. Under certain conditions, a suitable shunt 
resistor will be required. 


SCREENING 
An internal screen is fitted and is connected to pins 1 and 5. 
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